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TECHNICAL DATA

Resin capsule RSB
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al Drill hole diameter Drill hole depth Anchorage depth Fits Sales unit
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Art.-No. ETA [mm] [mm] [mm] [pcs]

Item

RSB 8 518807  ■ 10 80 80 RG M 8 10
RSB 10 mini 518820 1) ■ 12 75 75 / 150 RG M 10 10
RSB 10 518821 2) ■ 12 / 14 90 90 RG M 10 / RG M 8 I 10
RSB 12 mini 518822 1) ■ 14 75 75 / 150 RG M 12 10
RSB 12 518823 2) ■ 14 / 18 110 110 RG M 12 / RG M 10 I 10
RSB 16 mini 518824 1) ■ 18 95 95 / 190 RG M 16 10
RSB 16 518825 2) ■ 18 / 20 125 125 RG M 16 / RG M 12 I 10
RSB 16 E 518826  ■ 18 160 160 RG M 16 I 10
RSB 20 518827  ■ 25 170 170 RG M 20 10
RSB 20 E/24 518828  ■ 25/28/32 210 210 RG M 20 / RG M 24 / RG M 20 I 5
RSB 30 518829  ■ 35 280 280 RG M 30 5
1) use 2 x RSB mini in a row for larger anchoring depth

2) / second value "Drill hole diameter" in conjunction with Internal threaded anchor RG MI

Temperature
in anchoring base

Curing time
RSB

- 30°C − - 20°C 120 hrs.
- 19°C − - 15°C 48 hrs.
- 14°C − - 10°C 30 hrs.

- 9°C − - 5°C 16 hrs.
- 4°C − ± 0°C 10 hrs.

+ 1°C − + 5°C  45 min.
+ 6°C − +10°C  30 min.

+ 11°C − +20°C  20 min.
+ 21°C − +30°C  5 min.
+ 31°C − +40°C  3 min.

CURING TIME

TECHNICAL DATA

Threaded rod RG M

zinc plated, 
steel grade 

5.8

zinc plated, 
steel grade 

8.8

stainless 
steel
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Drill hole 
diameter

anchoring depth 
(short/standard/

large)

Usable length 
(short/standard/

large)

Fits capsule RSB Sales unit

do hef tfi x   

Art.-No. Art.-No. Art.-No. ETA [mm] [mm] [mm]  [pcs]
Item gvz gvz A4

RG M 8 x 110 050256  —  050263  ■ 10  - / 80 / -  - / 14 / - 1 x RSB 8 10
RG M 8 x 150 095698  519443  050293  ■ 10  - / 80 / -  - / 54 / - 1 x RSB 8 10
RG M 8 x 250 095699  —  095700  ■ 10  - / 80 / -  - / 154 / - 1 x RSB 8 10

RG M 10 x 130 050257  —  050264  ■ 12 75 / 90 / - 35 / 20 / -
1 x RSB 10 mini

1 x RSB 10
10

1) Straight cut, additional setting tool required

2) Delivery time on request.
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Superbond Resin Capsule RSB: RG M


